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Specifications 
The Driver16 board accepts 16 TTL level inputs and converts them to high-level outputs 
suitable for driving relays, lamps, and small stepper and DC motors. 
 
The board can be powered by either +5 volts from the host processor board or by an 
external supply connected to J2. The drivers are capable of sinking up to 500ma of 
current and will withstand at least 50 volts in the off state. Overall board current is 
limited to the current carrying capacity of J2 which is 2.5 amperes with 22-gauge wire. 
 
For additional technical specifications of the driver integrated circuit, refer to the 
ULN2803 data sheet on the Allegro Semiconductor web site. Page 1 of this data sheet 
is provided at the end of this manual. 

Setup  

The Driver16 board can be used with the JK microsystems Logicflex, Flashlite 386Ex, 
Flashlite 186, and Flashlite V25 processor boards. The following charts describe the 
mapping of Driver16 connectors and pins to the ports of these boards. 
 
Driver16 Flashlite 186 Logicflex Flashlite 386Ex Flashlite V25 
 J9 J11 J6 J5 J2 J5 J3 
J3-1 PC.0 PE.0 PA.0 PC.0 PA.0 Input only Input only 
J3-3 PC.1 PE.1 PA.1 PC.1 PA.1 Input only Input only 
J3-4 PC.2 PE.2 PA.2 PC.2 PA.2 Input only Input only 
J3-6 PC.3 PE.3 PA.3 PC.3 PA.3 Input only Input only 
J4-1 PC.4 PE.4 PA.4 PC.4 PA.4 P1.4 Input only 
J4-3 PC.5 PE.5 PA.5 PC.5 PA.5 P1.5 Input only 
J4-4 PC.6 PE.6 PA.6 PC.6 PA.6 P1.6 Input only 
J4-6 PC.7 PE.7 PA.7 PC.7 PA.7 P1.7 Input only 
J5-1 PD.0 PF.0 PB.0 PD.0 PB.0 P2.0 P0.0 
J5-3 PD.1 PF.1 PB.1 PD.1 PB.1 P2.1 P0.1 
J5-4 PD.2 PF.2 PB.2 PD.2 PB.2 P2.2 P0.2 
J5-6 PD.3 PF.3 PB.3 PD.3 PB.3 P2.3 P0.3 
J6-1 PD.4 PF.4 PB.4 PD.4 PB.4 P2.4 P0.4 
J6-3 PD.5 PF.5 PB.5 PD.5 PB.5 P2.5 P0.5 
J6-4 PD.6 PF.6 PB.6 PD.6 PB.6 P2.5 P0.6 
J6-6 PD.7 PF.7 PB.7 PD.7 PB.7 P2.7 P0.7 
 
Pins 2 and 5 of output connectors J3, J4, J5, and J6 are connected to the driver power 
source.  
 
Connector J2 can be used to supply external power to the drivers. To use J2, position 
the shunt at JP1 between pins 2-3. Observe the polarity of J2 (pin 1 positive, pin 2 
negative) silk-screened on the board. 
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Caution – Do not exceed 500ma total load when powering the Driver16 board 
from the host board. 

Accessories 
The following accessories are available for the Driver16 board: 

Description JK microsystems Digikey   Molex  AMP  
Conn Shell, J1 28-0031 A3041-ND None 2-87456-2 
Conn Pins, J1 28-0033 A3000-ND None 87667-3 
Conn Shell, J2 28-0082 WM2000-ND 22-01-3027 None 
Conn Shell, J3 – J6 28-0085 WM2004-ND 22-01-3067 None 
Conn Pins J2 – J6 28-0013 WM2200-ND 08-50-0114 None 
Cable, 26 Cond 1” 86-0029 None None None 
Cable, 26 Cond 6” 86-0030 M3AA2606J-ND none None 

Schematic Diagram 

Rev Date Author Changes 
D 10 JUL 06 JDS CHANGED PAGE 1, PINS 2 & 5 DESCRIPTION TO POWER INSTEAD OF GROUND 
C 13 APR 04 EW FIX SCHEMATIC (LOST REV A CHANGES); ADD REV LOG 
B 09 APR 04 EW ADD Flashlite186 CONNECTION INFORMATION 
A 19 FEB 04 JDS FIX SCHEMATIC and PINOUT TABLE(J3/J4 and J5/J6 SWAPPED); FIX GND PIN INFO 
1 20 MAY 01 JDS First Issue 
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